74063 Witte

Phillips PRO VDE Insulated Screwdriver

4003955245690

The PRO VDE screwdriver guarantees maximum safety when working with a voltage of up to 1,000 volts.

Phillips PRO VDE Insulated
Screwdriver (PH2x100)

Item: 74063

EAN-13: 4003955245690
URL: at.com.es/p/1017338
Brand: Witte

Ergonomics, power and safety: PRO VDE achieves top marks in all disciplines. Each security screwdriver in this
series is tested according to DIN EN 60900 / IEC 60900. The cold impact test is carried out to meet more stringent
requirements at -40 °C (C marking). Additionally, each PRO VDE screwdriver undergoes a dielectric strength test in

a 10,000 volt water bath.

Features

Measures PH 2x100
Tip type Phillips
Rod length (mm) 100
Rate

Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1
Packaging data

Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,10
Packaged product: length (cm) 22,50
Packaged product: width (cm) 4,50
Packaged product: height (cm) 5,00
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74063 Witte
Phillips PRO VDE Insulated Screwdriver

Logistics data

Units contained in a package 10

Country of origin Alemania
Intrastat 8205400000
Available for dropshipping no

Related products

PRO Flathead Screwdriver PRO VDE Flat Mouth Insulated Screwdriver
at.com.es/p/1017309 at.com.es/p/1017337
’ A h T . Aghasa Turis S.A. Tel.: 916 334 450
&rghasaiuris Calle Rey Pastor, 17 Fax: 916 320 715
28914 Leganés, Madrid e-mail: info@aghasaturis.com
Generated on 28-10-2026 https://www.aghasaturis.com

Page: 2/2


https://at.com.es/p/1017309
https://at.com.es/p/1017309
https://at.com.es/p/1017337
https://at.com.es/p/1017337
https://www.aghasaturis.com

