29519 Witte
Torx bit STANDARD TIN guide 1/4" short

Torx bit STANDARD TIN guide 1/4"
short (T40x25)

Item: 29519
— EAN-13: 4003955311166
:]__,;1 URL: at.com.es/p/1017413
; Brand: Witte
4003955311166

BITPRO provides long life, even in applications with increased torque, for example, for metric screws threading into
metal. TIN corresponds to titanium nitride, a coating that gives the tip surface a Wickers hardness of about 2800 HV,
about three times the hardness of an extra-hard tip. The TIN layer prevents premature wear and breakage due to
abrasion. 1/4" short guide.

Features

Measures TX 40

Tip type Torx TIN
Length (mm) 25
Connection 1/4"

Rate

Price unit envase
Minimum quantity 1

Purchase condition Multiples of 1

Packaging data

Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,01
Presentation GERMANY
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29519 Witte
Torx bit STANDARD TIN guide 1/4" short

Logistics data

Units contained in a package 10
Country of origin Alemania
Intrastat 82079030
Available for dropshipping no

Related products

PRO Straight Tip Phillips PRO PRO Double Rod Hex "T" Torx STANDARD bit
Screwdriver Screwdriver Wrench guide 5/16" short
at.com.es/p/1017311 at.com.es/p/1017312 at.com.es/p/1017348 at.com.es/p/1017417
- =

Golden series extra long
cylindrical pusher

at.com.es/p/1019058
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