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Ball joint extractor with short
hydraulic spindle (40x85x50 mm)
Item: 129-4-H
EAN-13: 4021176803666
URL: at.com.es/p/1017782
Brand: Kukko

- Less effort for high extraction power.
- The axial reciprocating plunger does not rotate in the hydraulic
spindle.
- The depth stop on the spindle heads prevents the wrench from
slipping.

For ejecting tightly set ball joint pins when removing ball joints and tie rod heads on tie rods, for medium trucks,
buses and construction vehicles.
Hydraulic lubrication system.
Simple adjustment of the clamping depth by means of a spring mechanism.
The rolled thread has a special coating.
Made of hardened, alloyed, highly resistant, galvanized steel.

Features
Measurements (mm) 40x50x85
Fork opening (mm) 40
Opening range (mm) 85
Ball joint size (mm) 50
Tightening torque max. (Nm) 35
Max load (t) 15

Dimensiones
Item weight (kg) 4,18
Item length (cm) 28,00
Item width (cm) 6,80
Item height (cm) 17,70

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1
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Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 4,18
Packaged product: length (cm) 30,40
Packaged product: width (cm) 21,40
Packaged product: height (cm) 10,30
Presentation GERMANY

Logistics data
Packaging unit - EAN code 4021176803666
Units contained in a package 1
Packaging unit - weight (kg) 4,18
Packaging unit - length (cm) 30,40
Packaging unit - width (cm) 21,40
Packaging unit - height (cm) 10,30
Country of origin Alemania
Intrastat 8205598000
Available for dropshipping si
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Related products

Safety cutter with semi-
automatic blade retraction

SK-4
at.com.es/p/1017529

Ball joint pullers with
hydraulic spindle for

heavy trucks
at.com.es/p/1017783

Leads for Pica Dry
Marker

at.com.es/p/1019223

Classic 532 Instant White
Medium Tip Permanent

White Marker
at.com.es/p/1019245

Automatic marker with
interchangeable Pica Dry

graphite lead
at.com.es/p/1019575
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