3206.050 Halder

Red plastic socket for Simplex mallets

Simplex replaceable red 50

Iltem: 3206.050

EAN-13: 4030618301073
URL: at.com.es/p/1017839
Brand: Halder

- High hardness level.
- Resistant to oils and fats.

4030618301073

Spare socket for Simplex mallets made of semi-transparent cellulose acetate with a high hardness (70 Shore D +/-5)
and resistant to oils and greases.

Applications:
Assembly and repair of cars and trucks,
- Maintenance,

- Sheet metal,
Construction of prefabricated houses, scaffolding, and tents,
- Carpentry.
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SENCILLAMENTE
INTELIGENTE:

EL CONCEPTO
SIMPLEX
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Todos los componentes
pueden ser reemplazados
en cualquier momento

Bocas intercambiables con
diferentes grados de dureza
permiten una adaptacion
singular a la pieza a trabajar

Cuerpos de acero fundido,
aluminio o de fundicion de
acero reforzada

Mangos de madera de alta
calidad o de fibra de vidrio

Features

@ (mm) 50

Rate

Price unit envase
Minimum quantity 1

Purchase condition Multiples of 1
Packaging data

Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,12
Presentation GERMANY
Logistics data

Units contained in a package 1

Country of origin Alemania
Intrastat 8205900000
Available for dropshipping no
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Related products

Work platform for 30
mm steps

at.com.es/p/1018569

White wooden folding rule
at.com.es/p/1018314

Automatic marker with
interchangeable Pica Dry
graphite lead

at.com.es/p/1019575
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Pica BIG Dry carpenter's  Pica Ink permanent deep
mechanical pencil hole ink marker

at.com.es/p/1019214 at.com.es/p/1019227
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