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Male NPT HSS ground with 1/16
thread
Item: 231116NPT
EAN-13: 4007140095220
URL: at.com.es/p/1018065
Brand: Ruko

For through threads in unalloyed and low-alloyed steels up to a strength of
800 N/mm², malleable cast iron and non-ferrous metals. The thread is tapped in 1 pass by hand or machine.
1 piece. Thread: metric DIN ISO 13. Tolerance: ISO 2 / 6H. shiny surface. Cut to the right.
Individual plastic box with hanger.

Features
Measures 1/16" NPT
Thread type ANSI B.1.20.1 (American Tapered Pipe Thread)
Ø thread (in) 1/16"
No. of threads/ in 27
Ø pre-drill (mm) 6.00
Cutting depth (mm) 12
Overall length (mm) 65
Thread length (mm) 19

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,01
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Logistics data
Units contained in a package 1
Intrastat 82074010
Available for dropshipping si

Related products

MAXX VDE Insulated
Screwdriver Sets
at.com.es/p/1017308

PRO Straight Tip
Screwdriver

at.com.es/p/1017311

Hand tap set M DIN 352
HSS ground

at.com.es/p/1018055

VDE voltage tester
at.com.es/p/1019043

Leads for Pica Dry Marker
at.com.es/p/1019223
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