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Lever pump 73/PK FV 1/8"
Item: V000458
EAN-13: 4016532003255
URL: at.com.es/p/1018675
Brand: Umeta

Features of UMETA grease pumps
- TWIN-LOCK system that protects the precision piston against wear, thanks to two special seals.
- According to DIN 1283
- Supply of 2 cm3 /0.06 Oz. Of fat per stroke.
- No wear after 30,000 strokes, fully preserving the delivery capacity per stroke.
- Supply pressure 800 bar / 11,600 PSI
- Hardened connector, threaded to M 10x1 or 1/gas.
300cm3 with filling valve. Zinc plated. Lithographed cardboard box.

Features
Thread type 1/8"

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 1,28
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Logistics data
Units contained in a package 1
Country of origin Alemania
Intrastat 8205598000
Available for dropshipping si

Related products

Reinforced cup adapter in
individual blister

at.com.es/p/1017480

SR Numbering -
Standard

at.com.es/p/1017853

High pressure flexible
hoses

at.com.es/p/1018688

Angled tubular lances
at.com.es/p/1018689

Nozzles / Connectors for
Lever Grease Pumps

at.com.es/p/1018690
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