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Bolt breaker thread M 6
Item: 244166
EAN-13: 4007140366368
URL: at.com.es/p/1018910
Brand: Ruko

1. Drill:
First drill out the damaged thread with a RUKO twist drill. It must be taken into account that
larger bores are needed in thread forming devices. check
that the tap and the threaded stud of the ProCoil set have the same thread and pitch.

2. Tapping:
Now the new retaining thread is cut with a tap in the drilled hole.
The use of cutting oil is recommended.

3. Mounting the threaded bushing:
Insert the bushing into the screwing tool. Make sure the spike of
retainer seats in the groove opening and the snap ring is snug. Now turn
the threaded bushing in the direction of the thread by exerting light pressure.
Attention: DO NOT turn in the opposite direction, the pin may break.

4. Pin breakage:
Remove the driving tool and break the retaining pin with the breaking mandrel
of spikes. The new ProCoil threaded sleeve thread is now ready to use.

Features
Measures M 6 x 1.00
Thread type M6
Step (mm) 1.00
Ø (mm) 4.8
Overall length (mm) 100.0
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Dimensiones
Item weight (kg) 0,04
Item length (cm) 11,50
Item width (cm) 0,98
Item height (cm) 0,98

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,18
Packaged product: length (cm) 10,00
Packaged product: width (cm) 3,00
Packaged product: height (cm) 3,00

Logistics data
Units contained in a package 1
Country of origin China
Intrastat 8207603000
Available for dropshipping no
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Related products

External curved circlip
pliers

at.com.es/p/1017571

HSS-bimetal crown
accessories

at.com.es/p/1017982

Packs of threaded
bushings

at.com.es/p/1018909

Assembly tool
at.com.es/p/1018911

High performance spray
cutting oil

at.com.es/p/1020209
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