843418 Leica Geosystems

Disto D1 laser measurer

Disto D1 Laser Measurer (Range 40 m;
Accuracy £ 2.0 mm)

Iltem: 843418

EAN-13: 7640110696729
URL: at.com.es/p/1019791
Brand: Leica Geosystems

- Measurement accuracy of + 2.0 mm at 40 m guaranteed by the ISO

Standard 16331-1 certificate.

- Practical, simple and precise.

|||II| |||"||I|||| I||| ||||I||| - Perfect documentation thanks to its Bluetooth® Smart technology
and the free DISTO™ sketch application.

7640110696729

Measurement accuracy: £2.0mm
Range: 0.2 — 40m

Measurement units: m, ft, in
X-Rang Power Technology: Yes
Screen illumination: Yes

Data interface: Bluetooth® Smart
- Measurements per set of batteries: up to 10,000
Batteries: Type AAA2x 15V
Protection class: IP54
Dimensions: 115 x 43.5 x 23.5mm
Weight (with batteries): 87 g

Laser precision measurement
At the push of a button the Leica DISTO™ D1 measures accurately and reliably up to long distances. It is easy to
operate and can hit targets that are not directly accessible.

just precise
One measurement is sufficient and the result can be easily read in a clearly structured form on the display. Adding
subtotals, for example, when measuring a niche, will no longer be necessary.

perfect documentation

With just a few clicks, the Leica DISTO™ D1 can be connected to the DISTO™ sketch app. You can create
drawings or photos and size them with the measurement results, which are transferred directly to your smartphone
or tablet. Plans are automatically completed with areas and circumferences.

Pioneer Quality
The compact and easy-to-use Leica DISTO™ D1 demonstrates the many years of experience and quality of Leica
Geosystems, the leading manufacturer of measuring devices.
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843418 Leica Geosystems

Disto D1 laser measurer

Features

Measurement accuracy (mm) 2.0

Range (m) 0.2to 40
Power supply AAA, 2 x 1.5V
Protection class IP54
Certificaciones

Garantia 2
Dimensiones

Item weight (kg) 0,09

Item length (cm) 11,50

Item width (cm) 4,35

Item height (cm) 2,35

Rate

Price unit envase
Minimum quantity 1

Purchase condition Multiples of 1
Packaging data

Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,09
Presentation CHINA
Logistics data

Units contained in a package 1

Country of origin China
Intrastat 9015100000
Available for dropshipping si
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Related products

NH-1 Manual Lock Cutter L-1 Ergonomic Handle 25mm chopping blades Pica Ink permanent deep
Manual Lock Cutter

hole ink marker
at.com.es/p/1017487 at.com.es/p/1018865
at.com.es/p/1017493 at.com.es/p/1019227

Lino L2S-1 battery-
powered line laser level

at.com.es/p/1019804
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