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Rugby CLH rotary laser level with
charger and battery
Item: 6012274
EAN-13: 7640110698266
URL: at.com.es/p/1019828
Brand: Leica Geosystems

The first UPGRADEABLE lasers: Made to fit.
Leica Rugby CLH - Simplicity in its purest form
The simplicity of the Leica Rugby CLH allows effortless use of the possibilities of the laser system.
Save time by simplifying applications and increasing your productivity.
Its robust design ensures measurement stability and precision for your daily tasks.
The handle is fixed to the base with special connectors that have high rigidity and provide a robust support for the
base.

NOTE: DOES NOT INCLUDE RECEIVER

Technical data:
Laser type: horizontal one-button laser
Tilt capacity: (X/Y axes) 8% (with upgrades)
Self-leveling accuracy: ±1.5mm at 30m
Self-leveling range: ±6°
Working range with Combo, RE 140/160: 1350 m diameter
Remote control range: 600m in diameter
Laser class: 1
Environmental standard: IP68/MIL-STD-810G
Operating temperature: From -20 °C to +50 °C
Rotational Speed: 10, 15, 20 RPS (with upgrades)
Battery: Lithium Ion
Battery operating time: Up to 50h
Battery charge 5 h (full charge) - 1 h fast charge = 8 h of operation
Dimensions (H × W × D): 230x296x212 mm
Weight with batteries: 3.8 kg
Application: Leveling of formwork and concrete. Height detection and transfer of level marks. Land leveling.

Includes:
Li-ion battery
· Charger

software upgradeable
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With the unique ability to adapt to any application need through software updates.

base unit
Use it as a one-button, easy-to-operate horizontal laser for grading.

Profitable
You only pay for the functionality you need to get the job done.

Upgrade Options:
CLX 300 – Adding single axis +8% semi-automatic incline functionality with a dial dial option, the upgrade offers very
good performance in single slope applications.
CLX 400 – Adding +8% semi-automatic tilt functionality on both axes with a dial-thru option, the upgrade offers very
good performance in dual-slope applications.

Features
Leveling accuracy (mm) ±1.5 to 30m
Ø Max. (m) 1350
Power supply lithium ion
Protection class IP68

Certificaciones
Garantia 5

Dimensiones
Item weight (kg) 3,80
Item length (cm) 23,00
Item width (cm) 29,60
Item height (cm) 21,20

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 3,80
Presentation CHINA
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Logistics data
Units contained in a package 1
Country of origin China
Intrastat 9015301000
Available for dropshipping si

Related products

CLR104 5m 5 Section Telescopic Sight
at.com.es/p/1019782

Outdoor aluminum tripod with 5/8" CT160 fixing screw
at.com.es/p/1019841
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