653773 Witte

MAXX VDE Slim Reduced Shaft Insulated Screwdriver Set

4003955249124

Set of 6 insulated screwdrivers with
reduced shaft MAXX VDE Slim (PL +
PH)

Iltem: 653773

EAN-13: 4003955249124
URL.: at.com.es/p/1153652
Brand: Witte

- Special for screwing in places of difficult access.

- Suitable for work with voltages up to 1,000V.

- Insulated rod according to DIN ISO EN 60900.

- Permanent tip identification on both shaft and head.

The MAXX VDE Slim is a screwdriver for professionals in electronics and electrical engineering with a small shaft
diameter for screwdriving in hard-to-reach places. Maximum safety for work with voltages up to 1,000V. Ergonomic,
strong and safe, the PRO VDE Slim achieves the best results in all facets. Safety insulation complies with EN
60900/IEC 60900 standards. Tested against low temperatures down to minus 40°C. Each screwdriver is individually
tested in water with an electrical current of 10,000 V.

Features
Composition 6 Pieces (3.5x100 + 4x100 + 5.5x125 + 6.5x150 + PH1x80 +
PH2x100)
Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1
Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,60
Packaged product: length (cm) 32,50
Packaged product: width (cm) 18,00
Packaged product: height (cm) 4,50
Presentation GERMANY
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653773 Witte
MAXX VDE Slim Reduced Shaft Insulated Screwdriver Set

Logistics data

Units contained in a package 1

Country of origin Alemania
Intrastat 8205400000
Available for dropshipping Si
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MAXX Screwdriver Sets MAXX VDE Flat Head Phillips MAXX VDE AO self-adhesive paper
Insulated Screwdriver Insulated Screwdriver discs (Pack of 50 units)
at.com.es/p/1017295
at.com.es/p/1017301 at.com.es/p/1017302 at.com.es/p/1019198
Automatic marker with
interchangeable Pica Dry
graphite lead
at.com.es/p/1019575
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