1221156-25 Umeta

Hydraulic grease nipples 45° DIN 71412 type H2

4016532208094

25 Hydraulic grease nipples 45° DIN
71412 type H2 (R.1/8\"-28 BSP x L.25 x

@11 stainless steel)

Item: 1221156-25

EAN-13: 4016532208094
URL.: at.com.es/p/1018709

Brand: Umeta

Conical type in bright and passivated galvanized steel.

Special types available in brass and V2A stainless steel.
UMETA hydraulic lubricators have a conical thread, the diameter of the head is 6.5 - 0.2 mm.
Upon request, UMETA can manufacture grease nipples with different sizes, threads, thread types (for example,

cylindrical thread),

with other opening pressures...

As a nozzle, we recommend the hydraulic connector 515/G - 516/G.

For its protection and preservation, we recommend the use of plastic caps.
Spherical head, cemented.

Features

Measures R.1/8"-28 BSP x L.25 x @11 stainless steel (25 units)
Thread 1/8"-28 BSP
Material stainless
Guy H2

Length (mm) 25

@ (mm) 11

Content 25

Rate

Price unit envase
Minimum quantity 1

Purchase condition Multiples of 1
Packaging data

Content quantity 25,00
Content unit Pieza
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1221156-25 Umeta

Hydraulic grease nipples 45° DIN 71412 type H2

Logistics data

Units contained in a package

Country of origin

Alemania

Intrastat

Available for dropshipping

8487905900

Related products

Feeler gauge sets
at.com.es/p/1018264
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Pica Visor Permanent
Long Life Industrial
Marker

at.com.es/p/1019231

sagel

Straight hydraulic nipples
DIN 71412 type H1

at.com.es/p/1018708

Hydraulic grease nipples
90° DIN 71412 type H3

at.com.es/p/1018710

Graphite leads for Pica Dry

marker with special
hardness H for fine
marking

at.com.es/p/1019225
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