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. g - Easy and intuitive handling thanks to a single control button.
- Fully automatic leveling.
- High-performance rechargeable lithium-ion batteries that offer up to
40 hours of autonomy.
- Robust housing with IP66 protection level against dust and water.

|| |||I||I"| ||||I||I"|| |I|| || - Working area of up to 600 m in diameter.

9002719041658

The EVO 360 is a highly precise and easy-to-use rotary laser that performs accurate leveling in both vertical and
horizontal directions, even at long distances.

Its range of uses is very diverse, while its operation through a single control button is very simple.

Automatic leveling begins when the device is turned on.

The EVO 360 levels smoothly on inclinations of up to 5°.

Thanks to its IP66 protection level, both the EVO 360 and the manual receiver REC RRD1 can be used in indoor
and outdoor spaces.

MAIN FEATURES:

- Fully automatic leveling through servo motors with an accuracy of 0.1 mm/m in a range of £5°.

- Versatile uses thanks to its multiple functions: horizontal rotation, vertical rotation, and perpendicularity point for
right angles.

- Easy and intuitive handling thanks to a single control button.

- Its robust housing with IP66 protection level protects it from dust and water.

- Working area of up to 600 m in diameter with the manual receiver REC RRDL1.

- Incorporates two 5/8" threads for horizontal and vertical measurements from a tripod.

- Its standard and rechargeable high-performance lithium-ion batteries offer up to 40 hours of autonomy and flexible
and economical power supply.

Simple and intuitive operation: Starting up and operating the EVO 360 is very simple!

The rotary laser contains a single control button and two LED lights that indicate the status of the device.

The lithium-ion batteries are standard and can be purchased anywhere; they are also placed in a battery
compartment and can be replaced quickly and easily by placing the laser on a tripod. The EVO 360 includes two
5/8" threads and can be placed on a tripod both horizontally and vertically.

An intelligent laser: If the EVO 360 is accidentally shaken or moved, it will automatically turn off and must be
manually turned on by the user. During the first 30 seconds after being turned on, the laser is in setup mode and can
be accurately adjusted without turning it off. Before the battery runs out, the EVO 360 automatically activates the low
battery mode to warn in time that the lithium-ion battery needs to be charged.

REC RRD1 for extensive working areas: With the manual receiver REC RRD1, it is possible to determine the
exact position of the laser line even from long distances. Thanks to its IP66 protection level, both the EVO 360 and
the REC RRD1 can be used safely in indoor and outdoor spaces. In this way, dirt, dust, or moisture will not damage
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the devices. The manual receiver REC RRD1 has a display screen on both sides and an acoustic guide, and can be

quickly and easily attached to a measuring rod thanks to the RRD1 clamp.

APPLICATIONS: The EVO 360 rotary laser is used to determine heights and create reference planes.

Its range of applications is very diverse.

The EVO 360 is suitable for measuring walls, aligning formwork and constructions, installing ceilings, or checking

alignments.

In addition, thanks to its accuracy at long distances, the EVO 360 is ideal for surveying, measuring facades, or road

construction.

Thanks to its perpendicularity point, a point can be fixed at a right angle on walls or ceilings depending on whether

measurements are taken vertically or horizontally.

TECHNICAL DATA:

- Maximum measurement tolerance of + 0.1 mm/m.

- Self-leveling range of £5°.

- Application area without manual receiver (radius) of 20 m*.
- Application area with manual receiver (radius) of 300 m*.
- Operating temperature of -10 °C to +50 °C.

- 5/8" tripod mount.

- IP66 protection class.

- Powered by 2 3.6 V lithium-ion batteries (3450 mAh).

- Autonomy (at 20 °C) of 40 h.

- Laser class 2M, DIN EN 60825-1:2014+A1:2017.

- Wavelength: 635 - 650 nm.

CONTENTS:

- EVO 360 laser level.

- 2 lithium-ion batteries.

- Charger with cable and power plug.

- REC RRD1 manual receiver with 4 Mignon (AA) batteries.
- RRD1 clamp.

- Rigid plastic case

Features

Measurement tolerance (mm/m) +0.1
Self-leveling range (°) +5°

Range without receiver (m) 20

Receiver range (m) 300
Protection class IP66

Rate

Price unit envase
Minimum quantity 1

Purchase condition Multiples of 1
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Packaging data

Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 5,00
Packaged product: length (cm) 25,00
Packaged product: width (cm) 20,00
Packaged product: height (cm) 15,00
Logistics data

Units contained in a package 1
Country of origin China
Intrastat 9015301000
Available for dropshipping si

Related products

STANDARD flat tip 1/4"
short guide

at.com.es/p/1017406

Bevel square
at.com.es/p/1018262

PROBIT-BOX screwdriver
bit box, 21-piece set

at.com.es/p/1017447

Diagonal cutting
electronic pliers

at.com.es/p/1017661

Hollow drill teeth carbide
Weldon shank

at.com.es/p/1017932
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