
5425014225884

 

Stretch & Fuse Transparent
Vulcanized Tape (25mm x 3m)
Item: SI2503
EAN-13: 5425014225884
URL: at.com.es/p/1485835
Brand: HPX

Silicone vulcanizing tape that forms a homogeneous mass after application, without the need for heat or pressure.
Suitable for insulating electrical cables, sealing hoses, and various repairs. Suitable for all types of materials. Leaves
no residue. Easy to use. Resistance up to 8 bar of pressure.
Available in a display box of 6 units.

Technical data:
· Adhesive: -
· Tensile strength: 4.82 mPa
· Base: Silicone
· Thickness: 0.50 mm
· Maximum temperature: 200°C (up to 260°C for short periods)
· Breakdown voltage: 8 kV

Features
Measurements Transparente (25mm x 3m)
Width (mm) 25
Length (m) 3

Dimensiones
Item weight (kg) 0,06
Item length (cm) 5,50
Item width (cm) 5,50
Item height (cm) 2,50

Rate
Price unit envase
Minimum quantity 6
Purchase condition Multiples of 6
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Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,08
Packaged product: length (cm) 9,50
Packaged product: width (cm) 17,00
Packaged product: height (cm) 5,90

Logistics data
Packaging unit - EAN code 5425014225891
Units contained in a package 6
Packaging unit - weight (kg) 0,45
Packaging unit - length (cm) 27,40
Packaging unit - width (cm) 23,00
Packaging unit - height (cm) 17,40
Country of origin Estados Unidos
Intrastat 3919108099
Available for dropshipping si

Related products

Premium Plus 6200
American Tape

at.com.es/p/1485804

Double-sided tape for
mirror mounting

at.com.es/p/1485808

Double-sided adhesive
Powerpads

at.com.es/p/1485819

Basic 4010 painter's
tape

at.com.es/p/1485821

Seal
at.com.es/p/1485843
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