55804 Pica
Carbide tipped scriber

f
4262357550348

Carbide Tipped Tracing Point

Iltem: 55804

EAN-13: 4262357550348
URL: at.com.es/p/1521186
Brand: Pica

A carbide tracer compatible with Pica Dry. The hard metal tracer is extremely robust and does not wear out even
after long periods of use. The practical lead box is used to safely store the sharp metal needle.
Correct insertion: To protect the marker mechanism and keep it intact in the long term, it is important to insert the

metal needle from behind.

Technical data:
- Length: 30 mm
- Diameter: 2.8 mm

Features
Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1
Packaging data
Content quantity 1,00
Content unit Pieza
Logistics data
Units contained in a package 10
Intrastat 8205598000
Available for dropshipping no
. Aghasa Turis S.A. Tel.: 916 334 450
"AghOSO-“JﬂS Calle Rey Pastor, 17 Fax: 916 320 715
28914 Leganés, Madrid e-mail: info@aghasaturis.com

Generated on 28-10-2026

https://www.aghasaturis.com

Page: 1/2


https://at.com.es/p/1521186
https://www.aghasaturis.com

55804 Pica

Carbide tipped scriber

Related products

I

Pich- oy

Ersats Miies
Fatils

(LT

Leads for Pica Dry
Marker

at.com.es/p/1019223
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Leads for 'High

Temperatures' for Pica

Dry marker
at.com.es/p/1019630

Pica Ink permanent deep
hole ink marker

at.com.es/p/1019227

Classic 520 Bullet Tip
Permanent Marker

at.com.es/p/1019239

Automatic marker with
interchangeable Pica Dry
graphite lead

at.com.es/p/1019575
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