
7640180531241

 

Laser meter DISTO D5 of 200 m with
camera
Item: 950908
EAN-13: 7640180531241
URL: at.com.es/p/1521188
Brand: Leica Geosystems

- Indoor and outdoor use.
- Uncompromising precision.
- Directly transfer measured results digitally.
- Accurately determine horizontal distances.
- Economical measurement of terrain profiles.

The Leica DISTO D5 is perfect for outdoor distance measurements. Thanks to the digital Pointfinder, aiming is easy
even in bright sunlight and at long distances. Both the target and the measurement results can be clearly displayed
on the large IPS screen. For maximum accuracy, measurements can be activated with gestures, which is a great
advantage, especially at long distances. It offers high flexibility thanks to the various available functions, such as
Smart Horizontal Mode, height tracking, or contour and angle measurements. This means that any measurement
situation on the job site can be quickly and efficiently resolved. The data can be transferred to the DISTO Plan app
or individual templates, such as Excel, and processed to enable an efficient and error-free digital workflow.

HIGHLIGHTED FEATURES:

Indoor and outdoor use
Indoors or in general, under favorable lighting conditions, the red laser point can be seen clearly, making it easy to
aim at the object. However, in outdoor areas with a lot of light or even under bright sunlight, the laser point becomes
invisible. In these cases, the laser meter continues to measure without any problems. However, the Pointfinder, a
camera that accurately displays the target on the reticles of the clear IPS screen, is needed for aiming.

Uncompromising accuracy
Contactless measurement activation ensures uncompromising accuracy and solves a known problem, that the laser
meter may move slightly when pressing the measurement button and, consequently, not hit the center of the
measured object. For contactless measurement, simply move your hand briefly through the laser beam to activate
the measurement.

Direct digital transfer of measured results
With the keyboard mode, measurement results can be transferred directly via Bluetooth, for example, to a
predefined Excel spreadsheet. The DISTO sends the measurement results to the currently selected cell. The
keyboard mode can also be used for other tasks such as documenting a terrain profile or completing a form for a
window installer, including online web forms.

Accurately determine horizontal distances
In "Smart Horizontal Mode", the DISTO measures the distance to the object and the inclination of the device with just
one click and then automatically calculates the exact horizontal distance. This function is very useful for precise
horizontal measurements, especially at long distances, as the DISTO does not have to be horizontally aligned. The
function can also be used if there is building material, walls, fences, or people between the device and the target.
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Simply measure above the obstacle, and the exact horizontal distance will appear on the screen.

Economical measurement of terrain profiles
With the DISTO, it is very easy to create a terrain profile or determine height differences in a building. The device is
parked along the determined profile line, and a reference point is measured to compare the height differences. Then,
individual points are measured. For each measured point, both the height difference and the distance to the
reference point are recorded. The terrain profile can then be drawn in the preferred CAD software based on these
values.

Perfectly documented
With just a few clicks, the measurement result can be sent via Bluetooth from the DISTO to the DISTO Plan app to
create and measure floor plans and sketches. The sketches can then be exported as a PDF file or as a CAD-
compatible file. There are also numerous industry-specific software applications for Windows, Android, and iOS that
are compatible with the use of DISTO.
DISTO compatible apps

DETAILS:
· Range up to 200 m
· Accuracy of ±1.0 mm, resolution of 0.1 mm
· Slope measurement
· Smart Horizontal Mode
· Quick start-up
· Foldable end piece with automatic detection
· 2.4" bright and clear IPS display with scratch-resistant lens
· Activate measurements with gestures
· Memory for 50 measurements
· Rechargeable lithium-ion battery
· USB-C charging
· Keyboard simulation for data transfer via Bluetooth®
· Bluetooth® 5.0 technology for error-free data transfer
· Works with DISTO Plan app (iOS and Android) and DISTO transfer (Windows®)

TECHNICAL DATA:
· Accuracy under favorable conditions *: 1.0 mm/1/16" ***
· Accuracy under unfavorable conditions **: 2.0 mm/1/8" ***
· Range under favorable conditions *: 0.05 – 200 m / 0.07 – 660 ft ***
· Range under unfavorable conditions **: 0.05 – 120 m / 0.07 – 400 ft ***
· Minimum displayed unit: 0.1 mm/1/32

Features
Precision (mm) ±1.0
Scope 200
Power supply Batería de ion de litio recargable
Protection class IP54

Certificaciones
Garantia 2 years

950908 Leica Geosystems

Laser meter Disto D5 of 200 m with camera

Generated on 28-10-2026

Aghasa Turis S.A.
Calle Rey Pastor, 17
28914 Leganés, Madrid

Tel.: 916 334 450
Fax: 916 320 715
e-mail: info@aghasaturis.com
https://www.aghasaturis.com

Page: 2/3

https://shop.leica-geosystems.com/es/es-ES/measurement-tools/disto/leica-disto-apps
https://www.aghasaturis.com


Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 2,00

Logistics data
Units contained in a package 1
Country of origin Hungría
Intrastat 9015100000
Available for dropshipping si

Related products

NH-1 Manual Lock
Cutter

at.com.es/p/1017487

L-1 Ergonomic Handle
Manual Lock Cutter
at.com.es/p/1017493

Class II pocket tape
measure UNI-PLAS
at.com.es/p/1018301

25mm chopping blades
at.com.es/p/1018865

Disto D1 laser
measurer

at.com.es/p/1019791
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