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4D GREEN PLANE line laser level
Item: PLANO4DGREEN
EAN-13: 9002719044833
URL: at.com.es/p/1601617
Brand: Sola

- Compact, lightweight, easy to handle.
- Two 360° vertical laser lines and two 360° horizontal lines,
individually switchable for total flexibility.
- Real Green laser technology for especially bright, sharp, and clearly
visible lines.
- Switchable pulse function for use with optional REC LGD0 receiver
in poor visibility conditions.
- Fully automatic leveling with an accuracy of ±0.3 mm/m in a range
of up to ±3° of inclination.

The PLANO 4D GREEN laser level is a line laser with 360° horizontal and vertical green laser lines. Unlike the 3D
model, the PLANO 4D GREEN has a fourth horizontal line near the ground. In addition to two vertical lines, the
compact 4D laser level is also equipped with two horizontal lines.

Using the Plano 4D Green
During setup, the 4D line laser projects two vertical laser lines and one horizontal line. The individual lines can be
activated or deactivated by pressing a button, allowing for use in various applications. The floor and ceiling cross
allows for precise vertical leveling and convenient transfer of marks or measurements. The intersections of the laser
lines create exact 90° angles, ideal for furniture installation or assembly work. The horizontal line near the ground
facilitates a wide range of ground work.

Precise floor leveling
The horizontal laser line near the ground expands the versatility and application possibilities of the 4D laser level,
making various interior finishing tasks easier. Ground work in particular can be done with precision using the line
near the ground. For example, before leveling a floor covering, such as a screed, it can be checked for unevenness,
sinking, or slopes. When laying tiles or baseboards, the line near the ground serves as a reference for precise
finishing.

Switchable tilt function
When the 4D laser level is turned on, the pendulum unit is released and automatically levels itself. Irregularities of up
to ±3° are automatically compensated with an accuracy of ±0.3 mm/m. By activating the tilt function, the PLANO 4D
GREEN can also be used for angled work, such as installing stair railings.

Pulse mode for working with the handheld receiver
When working at greater distances or in unfavorable environmental conditions, we recommend using the REC LGD0
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handheld receiver. In combination with the pulse mode of the 4D line laser, the green laser lines are displayed
through the handheld receiver or an acoustic signal is emitted.

Real Green technology
Real Green technology means that SOLA laser devices are equipped with real green diodes that generate green
laser light directly and without losses. This makes the laser lines brighter, with more contrast, and ideal for precise
measurements. Green laser lines have less dispersion, resulting in higher quality and more visually pleasing lines.

TECHNICAL SPECIFICATIONS:
· Dimensions: 150 x 95 x 145 mm.
· Leveling: Self-leveling.
· Measurement tolerance: ±0.30 mm/m
· Self-leveling range: ±3°
· Application range without manual receiver (radius): 30 m*
· Application range with manual receiver (radius): 80 m*
· Operating temperature: From -10 °C to +50 °C
· Mounting thread: 1/4"
· Protection class: IP54
· Power supply: 2 3.6 V lithium-ion batteries (18650) (2 3450 mAh)
· Battery life (at 20 °C): 8 h (all diodes)
· Laser class 2, DIN EN 60825-1 : 2014
· Output power: 1.0 mW
· Wavelength: 510 - 530 nm

APPLICATIONS:
· Horizontal leveling
· Manual tilt
· Vertical leveling
· 90° alignment
· Plumb
· Reference marks

CONTENTS:
· 1 PLANO 4D GREEN line laser
· 4 3.6 V lithium-ion batteries (3450 mAh)
· 1 quick start guide
· 1 carrying case
· 1 plug adapter
· 1 charger
· 1 wall bracket

Features
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Dimensiones
Item weight (kg) 0,61
Item length (cm) 15,00
Item width (cm) 9,50
Item height (cm) 14,50

Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza

Logistics data
Units contained in a package 1
Country of origin China
Intrastat 9015301000
Available for dropshipping si

Related products

111 Grip pliers curved jaws
at.com.es/p/1596128

112 Grip pliers straight jaws
at.com.es/p/1596129
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