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SPARK safety glasses with welding
lens
Item: SPIR5HW
EAN-13: 8051773671548
URL: at.com.es/p/1652168
Brand: Eagle

- Comply with EN ISO 16321-1:2022 and EN ISO 16321-2:2021 as
category II PPE.
- Provide resistance to high-speed, low-energy impact (45 m/s).
- Feature UV 400 protection with enhanced optical performance
(marking symbol 1).
- Dual marking RL5 (infrared radiation) and WL5 (welding).
- Certified by Certottica SCRL (Notified Body No. 2008).

Eye protection glasses for welding and infrared radiation, with green polycarbonate lens and lightweight metal-free
frame, manufactured in accordance with Regulation (EU) 2016/425 and standards EN ISO 16321-1:2022 and EN
ISO 16321-2:2021, classified as category II personal protective equipment (PPE). They offer resistance to high-
speed, low-energy impact (45 m/s) and UV 400 protection, with dual marking RL5 (infrared radiation) and WL5
(welding). Their frame, with green temples and inserts and PVC nose pad, is extremely lightweight for prolonged use
in gas welding and allied processes.

Technical specifications:
· Category II personal protective equipment (PPE).
· Resistance to high-speed, low-energy impact (45 m/s), tested at extreme temperatures from -5 °C to +55 °C (CT
marking).
· Filter code: RL5 WL5.
· Lens marking: 16321 JDM RL5 WL5 CT 1 CE.
· Lens: green polycarbonate, with UV 400 protection, enhanced optical performance (marking symbol 1) and anti-
scratch surface treatment.
· RL5: marking in accordance with EN ISO 16321-1:2022 for products providing protection against infrared radiation.
· WL5: marking in accordance with EN ISO 16321-2:2021 for products providing protection during welding.
· Frame marking: 16321 JDM WL5 CT 1-M CE.
· Frame: transparent green polycarbonate temples, with green rubber inserts and soft green PVC nose pad; metal-
free, comfortable, fully wraparound, ergonomic and robust, with an extremely lightweight design.
· Head size: 1-M.
· Weight: 32 g.
· Certificate No. AC 25-178 rev.1, issued by Certottica SCRL (Notified Body No. 2008).

Recommended applications or uses:
· General industry.
· Metalworking industry.
· Gas welding and allied processes.
· Suitable for work involving exposure to infrared light within the limits set by EN ISO 16321-1:2022 and EN ISO
16321-2:2021.

Maintenance:
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· Wash under running water; do not use industrial solvents, aggressive chemicals or abrasive materials, and do not
leave to dry in direct sunlight.
· There is no preset expiry date: service life depends on the conditions of use, frequency of use and storage.
· Before each use, check that all parts are in perfect condition and replace the product immediately in the event of
scratches or any other defect.
· Not suitable for driving or for road use.

Features
Glasses type Safety
Lens type Welding
Anti-scratch Yes
Certified anti-scratch No
Anti-fog No
Certified anti-fog No
UVA filter No
Adjustable temples No
Removable foam No
Interchangeable lenses No
Suitable for extreme temperatures Yes
Extra light Yes
Frame colour Green
Restrictions of use Not suitable for driving or for road use

Certificaciones
Garantia 0
Certificacion EN ISO 16321

Dimensiones
Item weight (kg) 0,03
Item length (cm) 6,50
Item width (cm) 6,50
Item height (cm) 16,30
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Rate
Price unit envase
Minimum quantity 1
Purchase condition Multiples of 1

Packaging data
Content quantity 1,00
Content unit Pieza
Packaged product: weight (kg) 0,03
Packaged product: length (cm) 6,50
Packaged product: width (cm) 6,50
Packaged product: height (cm) 16,30
Presentation Cardboard box

Logistics data
Packaging unit - EAN code 8051773671654
Units contained in a package 10
Packaging unit - weight (kg) 0,15
Packaging unit - length (cm) 18,20
Packaging unit - width (cm) 33,90
Packaging unit - height (cm) 15,00
Country of origin China
Intrastat 9004901000
Available for dropshipping si
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Related products

K/N certified clear safety
glasses PPE II SPARK

at.com.es/p/1652165

Safety glasses with K/N
certified yellow lens PPE

II SPARK
at.com.es/p/1652166

K/N certified sun safety
glasses PPE II SPARK

at.com.es/p/1652167

Clear safety glasses,
recycled nylon, metal-free

PPE II EDGE
at.com.es/p/1652169

Mirror-effect sun safety
glasses, recycled nylon,
metal-free PPE II EDGE

at.com.es/p/1652170
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